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Experimental Method for Calculation of Laminar Burning Velocity of Paraffin Gaseous Fuel in Closed Vessel Using Data Acquisition System  



ABSTRACT
The burning velocity is defined as the velocity at which unburned gases move through the combustion wave in the direction normal to wave surface. It is used in many areas of combustion science such as in designing burners and predicting explosions.
In this research a data acquisition system has been designed to measure the laminar burning velocity using a modern technique, which uses thermocouples as measuring sensors connected to a an interface computer. The hardware has been designed to connect three groups of sensors to the computer. A program has been used to access the interface and to acquire the huge measured data which is filtered through reading in a suitable manner. The results made it possible to achieve an imperical equation can be used in evaluating laminar burning velocity of parraffin gaseous fuels, the expermintal investigations show acceptable computations compared with previous researches results.
طريقة عملية لقياس سرعة الاحتراق الطباقية لوقود غازي بارافيني في وعاء مغلق
باستخدام نظام اكتساب البيانات 
الخلاصة
تعرف سرعة الاحتراق بالسرعة التي تتحرك بها الغازات غير المحترقة خلال موجة الاحتراق في اتجاه عمودي على سطح الموجه، وتستخدم في عدة مجالات في علم الاحتراق، مثل تصميم المحارق وتوقع الأنفجارات.
في هذا البحث، تم تصميم نظام اكتساب البيانات لقياس سرعة الاحتراق الطباقية باستخدام تقنية جديدة، يتم بها استخدام المزدوجات الحرارية كمتحسسات قياس مرتبطة بحاسب آلي عن طريق جهاز توصيل، وتم استخدام برنامج لإدخال البيانات الموصلة إلى الحاسبة لغرض تصفيتها وقراءتها بطريقة مناسبة، مكنت نتائج البحث من استخلاص معادلة تجريبية يمكن استخدامها لقياس سرعة وقود غازي بارافييني طباقية، لقد أعطت   النتائج العملية عمليات حسابية مقبولة مقارنة بنتائج بحوث سابقة.  
INTRODUCTION
There are many applications of combustion which is occurred in either a flame or nonflame mode. Flames in turn are categorized as being either premixed flames or nonpremixed (diffusion) flames. The two classes of flames are related to the state of mixedness of the reactants (Kwon, 1992).
In premixed flame, the fuel and the oxidizer are mixed at the molecular level prior to the occurrence of any significant chemical reaction. In diffusion flame, the reactants are initially separated and reaction occurs only at the interface between the fuel and oxidizer, where mixing and reaction both tack place (Karim, 1985).
The study of laminar and turbulent flame propagation is important to the analysis of the confined flame and unconfined flame which may occur when the combustion process tacks place in an open vessel or in an unlimited size (Tseng, 1995).
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