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Abstract :

The aim of this research is to study the effect of plastic deformation of aluminum alloy (7020-T6) sheets metal  with (10 mm) thickness by cold rolling process. The deformation ratios are  (5 ,%10,%15 ,%20(%respectively from the original thickness. 

The sheets are prepared with dimensions (10 × 50×100 mm) and then passed through a pair of rolls with diameter of (50mm). The tension test is carried on specimens which manufacture according to (ASTM E8) standard for each forming ratio. The hardness and grain size of the specimens were measured and the microstructure was inspected in order to know the effect of plastic deformation ratio on them.

   Rolling process was contributed in improvement for the mechanical properties of the alloy are increasing for the all forming degree and the best ratio was (15%). The ratio (20%) lead to small cracks in the specimens, as it appears in microstructure pictures. The ratios (5% &10%) produce inhomogeneous deformation , is not usually a desirable situation, which is lead to high increasing in the values of pressure and force of roll. This often corresponding to sticking friction conditions. On the other hand, the ratios (15% & 20%)produce homogenous deformation. 
تأثير عملية الدرفلة على قابلية التشكيل اللدن لسبيكة
الألمنيوم  (7020-T6).
الخلاصة: 
     يهدف البحث إلى دراسة قابلية التشكيل اللدن لسبيكة الألمنيوم  (7020-T6) من خلال درفلة عدد معين من صفائح هذه السبيكة ( درفلة على البارد ) بنسب تشكيل محددة (%5 ,%10,%15 ,%20 ) من السمك الأصلي للسبيكة  (10mm).إذ تم تهيئة صفائح من هذه السبيكة بأبعاد (100mm×50×10) ثم تم تمريرها بمرحلة واحدة لكافة العينات على ماكينة الدرفلة المتكونة من درفيلين قطر كل منهما (50mm) . اجري اختبار شد للعينات التي تم تصنيعها من الصفائح المدرفلة وفق المواصفة القياسية ASTM E8)) لكل نسبة تشكيل.كذلك تم قياس الصلادة وفحص البنية المهجرية وقياس الطول الحبيبي لكافة العينات لمعرفة تأثير درجة التشكيل عليها.
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